EN AZUL  EL ENLACE PARA VER LA REGLA 
EN ROJO LA TRADUCCION ( por Internet ) DEL TEXTO ALEMAN 

ANIMOS 
http://www.hh.schule.de/metalltechnik-didaktik/users/luetjens/rechenschieber/elektro/rs2.htm
Double-sided electrotechnical slide rule. Overall length: 330 mms, material(equipment): synthetic material. Production year unknown (approx. the 60s). The front with a multiplicity is illustrated by electrotechnical scales for calculations of heat flux release area (W1, W2), nominal fuses (NSi), performance(achievement) and amperage (kW J), set area (E), tension losses in % for Cu and Al (D U %), performance(achievement) in kW (P), administration length (l), cross section z. Tension loss mm ² (A1) and special Cosinusteilung (cos j). The back is formed to the system according to Darmstadt.  

	Meissner KG, Dresden (DDR) 



	Doppelseitiger elektrotechnischer Rechenschieber. Gesamtlänge: 330 mm, Material: Kunststoff. Herstellungsjahr unbekannt (ca. 60er Jahre). Abgebildet ist die Vorderseite mit einer Vielzahl von elektrotechnischen Skalen für Berechnungen von Wärmestromauslösebereich (W1, W2), Nennsicherungen (NSi), Leistung und Stromstärke (kW-J), Einstellbereich (E), Spannungsverluste in % für Cu und Al ( U %), Leistung in kW (P), Leitungslänge (l), Querschnitt z. Spannungsverlust mm² (A1) und Spezial-Cosinusteilung (cos ). Die Rückseite ist dem System Darmstadt entsprechend gestaltet.  

Double-sided slide rule for special electrical calculations. It is made of plastic and has a length of 330 mm. Date of production is unknown, but probably was it in the 1960s. Shown is here only the front side because it is more interesting with a lot of short scales for very special electrical calculations. At the back there are the well known scales LL1,LL2,LL3,A = B,L,CI,C = D,P,S,T according to the system "Darmstadt".


